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A WIRELESS SYSTEM 

Field Of The Invention 

5 The present invention relates to a transmitting and receiving method, the 
transmitters and receivers, and in particular but not exclusively for use in a 
wireless communication system such as a cellular wireless system. 

Backoround Of The Invention 

10 

Wireless cellular communication networks and their operation are generally well- 
known. In such a system the area covered by the network is divided into cells. 
Each cell is provided with a base station, which Is arranged to communicate with 
a plurality of mobile stations or other user equipment in a cell associated with the 
15 base station. 

In these known systems, a channel is typically allocated to each user. For 
example, in the case of a GSM (Global System for Mobile Communications) 
standard, a user is allocated a given frequency band and a particular time slot in 
20 that frequency band. A single information stream from a single user can be 
allocated a frequency band and time slot. The so-called third generation 
standards currently being proposed use code division multiple access (CDMA) 
methods to increase the capacity of each cell. In this standard each user is 
allocated a particular spreading code to define the user channel. 

25 

A transmission from point A to point B may take the direct path, but may also be 
reflected or diffracted by man made or natural phenomena objects such as 
buildings, large vehicles, and hills. This allows cellular communications to be 
used in complex and cluttered environments such as busy cities, where line of 
iU signi between transmitter and receiver is not usually possible. These types of 
arvironments are typically referred as multipath environments as the receiver 
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receives several copies of tlie transmitted message from several distinct paths. 
The different lengths and the different number of reflections and diffractions 
mean that the various copies are received at different times and with different 
phases. A method proposed to improve the reception of a signal within a CDMA 

5 channel is based on analyzing the different transmission paths in a 
communication channel. In this proposed system, the error rate is reduced by 
receiving and processing not only the signal transmitted over the main path, 
which is the strongest signal, but also weaker received signals transmitted over 
other transmission pathways. Within the receiver the signals received from other 

10 pathways are shifted in phase and in time and then added to the main received 
signal. Assuming that the time and phase shifts are accurate the summing of the 
received values produces a better signal to noise ratio than the single received 
main path signal. 

15 An improvement on the simple summing of the received values has been 
proposed in the art. In this system the received signals are added together using 
a series of weights so that not all of the received signal values always have an 
equal importance in the final estimation. The estimation of these weights directly 
affects the accuracy of the estimation. Solutions for predicting these weights 

20 have been proposed. A conventional rake receivermodifies the weights 
dependent on measurements taken from the communications channel.. In other 
words when a multiple path signal is detected, the conventional rake receiver 
estimates the delay and strength of each path. The receiver then combines all of 
the detected multiple path signals with a relative importance provided by the 

25 estimated strength of that path. The conventional receiver though does not 
provide particularly accurate results as it assumes that any interference received 
is uncorrelated in time - in other words that any interference is completely 
random and not linked to the transmitted signal. 

30 The so-called generalized rake receiver improves on this as it takes the effect of 
some temporally correlated interference - in other words interference which is 
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related to the signal - into account. One interference source accounted for is that 
created by multi-path fading - the interference created by a change in one or 
more of the transmitter, receiver or an object in the path of the signal. Another 
interference source allowed for In the generalized rake receiver is the 
S interference created by the pulse shaping filters used to create the signal not 
having ideal characteristics. The generalized rake receiver allows for these types 
of interference by inserting extra rake fingers to monitor the signal received not 
only at the known multi-path tap periods but also close to these times. From 
these additional times it is possible to calculate combination weights tomaximize 
10 the signal to noise ratio for a particular user. 

The generalized rake receiver uses the channel impulse response to calculate 
the weights. The generalized rake receiver assumes that on average the 
transmitted symbols will be uncorrelated. However if the symbols are considered 

15 on a symbol by symbol basis they are in fact correlated. This means that the 
results provided by the generalized rake receiver are not as accurate as they 
could be. Thus, in the generalized rake receiver the approximations made for the 
inter symbol interference, multi user interference, and intrinsic noise 
underestimate and ignore the effects created by code re-use and symbol 

20 differences. The generalized rake receiver approximations thus also ignore 
interference created between users and assume that codes used by different 
users are random and have no common elements. 

A third type of receiver, the joint detector, approaches the solution of extraction of 
25 the signal from the multiple paths a different way. The Rake receiver approaches 
the problem by examining a single user and attempting to extract the message 
sent to the single user. In the process the multiple path signals for that user are 
extracted, processed and combined. The joint receiver instead receives signals 
not only from one user, or from one set of antennas, but for all users and 
30 antennas. The joint receiver then processes all of the received signals in order to 
be able to detect every user. In such a system the errors created by the other 
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users, and from users outside the cell being currently used are connpensated for. 
Such a system though is very complex, needing to explicitly require every user to 
be received and processed in order to receive and process a single user. The 
information required in order to use one of these receivers is usually not known 
5 by a mobile receiver. The introduction of such information increases the 
complexity and size of a mobile receiver, where the design of mobile handsets is 
usually aimed at simple and light receivers. 

Summarv Of The Invention 

10 

It is the aim of the embodiments of the present invention to address or at least 
partially mitigate one or more of the problems discussed previously. 

According to a first aspect of the present invention there is provided a receiver for 
15 use in a communications system, said receiver comprising a plurality of receiving 
means, at least two of said receiving means arranged to process the same signal 
received at different times; means for combining the output of at least two of said 
receiving means with different weights, said weights being arranged to take into 
account information relating to a spreading code of at least one signal other than 
20 said same signal. 

According to a second aspect of the present invention there is provided a 
receiver for use in a communications system, said receiver having a plurality of 
receiving means, at leas two of said receiving means arranged to process the 
25 same signal received at different times; means for calculating the average 
correlation between a code of interest and n possible interfering codes; means 
for combining the output of at least two of said receiving means with different 
weights, said weights being arranged to take into said average correlation. 

30 According to a third aspect of the present invention there is provided a receiving 
method for us in a communications system, said method comprising, receiving 

4 
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with different receiving means the same received at different times; determining 
weights for outputs of said receiving means, said weights being arranged to take 
into account Information relating to a spreading code of at least one signal other 
than said same signal; and combining the output of at least two of said receiving 
5 means with said weights. 

According to a fourth aspect of the present invention there Is provided a receiving 
method for use in a communications system, said method comprising the steps 
of calculating an average correlation between a code of interest and n possible 
10 interfering codes; and using said average correlation when determining weights 
for signal combination. 

Brief Description of Drawings 

15 For a better understanding of the present invention and how the same may be 
carried into effect, reference will now be made by way of example only to the 
accompanying drawings in which: 

Figure 1 shows a schematic view of a typical cell layout of a cellular network, in 
20 which embodiments of the invention can be implemented; 

Figure 2 shows a Code Division Multiple Access (CDMA) wireless 
communication system in which embodiments of the present Invention can be 
implemented; 

25 

Figure 3 shows a schematic view of CDMA receiver circuitry; 
Figure 4 illustrates the function of the receiver circuitry of fig 3. 
Figure 5 shows the receiver circuitry of fig 3, in more detail. 
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Figure 6 shows a weight estimator, embodying the present invention, of figure 5 
in more detail. 

Figure 7 shows a graph of three different con-elation metrics for aperiodic 
5 correlation function for a simulated spreading waveform where the time instants 
for each aperiodic correlation function are equal. 

Figure 8 shows the graph of three different correlation metrics for the aperiodic 
correlation function for a simulated spreading waveform where the time instants 
10 for each aperiodic correlation function are m and n and the relationship between 
m and n is m=n+2. 

Detailed Description of Embodiments of the Present Invention 

15 Reference is made to Figure 1, which is part of a cellular telecommunications 
network 1 in which embodiments of the present invention can be implemented. 
The area covered by the network is divided into a plurality of cells 7,9. Figure 1 
shows a central cell 9 surrounded by six other cells 7. Further cells bordering 
these complete cells are not shown for clarity. Each cell has associated 

20 therewith a base transceiver station 3. The base transceiver station 3 is 
arranged to communicate with mobile devices or other user equipment 5 
associated with the base transceiver station 3. Examples of mobile devices, 
include mobile telephones, Personal Digital Assistants (PDA) with transceiver 
capability, and laptops with transceiver capability. The cells may overtap at least 

25 partially or totally. In some systems, the cells may have different shapes to that 
illustrated. In some embodiments the base transceiver stations 3 may 
communicate with mobile devices 5 outside their associated cell. In other 
embodiments mobile devices 5 may communicate with mobile devices 5 directly 
and without recourse to the base transceiver station 3. In other embodiments of 

30 the invention base transceiver stations 3 may communicate with base transceiver 
stations 3 directly. 

6 
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Reference is now made to Figure 2, which shows one cell 9 of figure 1. The 
mobile devices 5a and 5b communicate with the base transceiver station 3 via 
the radio frequency environment 101. Mobile device 5a communicates with the 
5 base transceiver station 3 using a carrier frequency of fa and at time ta. Base 
transceiver station 3 communicates back to mobile device 5a using a carrier 
frequency of fa* and at time ta*. Mobile device 5b communicates with the base 
transceiver station 3 using a carrier frequency of fb and at time tb. Base 
transceiver station 3 communicates back to mobile device 5b using a carrier 

10 frequency fb- and at time tb-. Within a Code Division Multiple Access (CDMA) 
system an attempt is made touse time slots as well as frequency bands efficiently 
due to the code orthogonality provided by Code Division Multiple Access system , 
In such a system only one carrier frequency and time instant is used for the 
uplink and another carrier frequency/time pair is used for all downlinks. In other 

15 words fa = fb, fa' = fbs ta = tb and ta* = tb-. For such a system the data signal to be 
transmitted is multiplied by a pseudo-random digital sequence known as a 
spreading code. This code has a much higher frequency or chip-frequency than 
the data sequence to be transmitted. The spreading code, which is a result of a 
cell specific scrambling code and a user specific channelization code, modulated 

20 waveform is then modulated to produce a radio-frequency waveform, which can 
then be transmitted. The different user signals are distinguished by their different 
spreading codes. The scrambling code is typically much longer than the 
spreading code. The scrambling code may be the same for all mobile devices 
served by the same base station. The different mobile devices served by the 

25 same base station would then be distinguished by different channelization codes, 
which are typically much shorter than the scrambling codes. Typically the 
scrambling code may be 38,400 chips long and the channelization code may be 
16 chips long. 

10 In a CDMA system each pair of mobile device 5 and base transceiver station 3 is 
assigned a separate code. The codes are designed to be mutually orthogonal. In 
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other words multiplying one code by another produces, in an ideal case (i.e. in a 
Additive White Gaussian Noise (AWGN) channel), a mean value of zero. 
Multiplying the code by itself, in an ideal case, produces a mean value equal to 
the value of the code. The maximum number of users that can use the same 
5 resource is determined by the channelization code of the spreading code, in 
some embodiments of the invention. In the following, reference to the spreading 
factor and spreading code is in fact referring to the channelization code. The use 
of the channelization code is advantageous in that it is relatively short and the 
required processing power can be provided relatively cheaply and easily, it 

10 should however be appreciated that in other embodiments of the present 
invention other parts of the code may be considered or indeed the entire code 
may be used. The spreading factor is the inverse of the ratio of the period of the 
spreading code divided by the period of the original signal. For example if the 
spreading factor was 16, the spreading code has a period or chip length 16 times 

15 smaller than the original signal. In other words the bandwidth of the spreading 
code is 16 times the original signal bandwidth. 

The spreading factor N*^ is the maximum number of users that can use the same 
resource and - in the ideal case - not have a code interfere with another user 

20 within one time slot. Another restriction, which implies that maximum number of 
users equals the spreading factor, is the fact that each user must uniquely 
separable. The codes are chosen in order not to interfere with each other, in 
other words are chosen to be orthogonal. If we consider the spreading code as a 
method of mapping the original signal in a dimension space with co-ordinates 

25 provided by the spreading code the following can be seen. When N*^ = 1 , only one 
user may be placed - in other words the signal is mapped into a 1 dimensional 
space where any additional users could not be placed. When N'^=2, two users 
can be placed - the signal is mapped into a 2-dimensional space where the first 
user and second users can be placed orthogonal to each other (if you consider 

30 the first user to be placed on the x axis and the second user on a y axis any 
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additional user may by referenced as a combination of the first two users). This 
can be shown for positive integers greater than 2. 

The transmitted waveforms may pass directly between transmitter and receiver 
S as is shown by the transmission path 107 connecting the base transceiver station 
3 to the mobile device 5b. This type of communication is known as line of sight 
and the path taken known as the line of sight path. The transmitted waveforms 
may pass from transmitter to receiver by a plurality of transmission paths. This 
plurality of paths is shown by pathways 103 and 105 between mobile device 5a 

10 and base transceiver station 3. These different paths occur when a transmission 
wave strikes an obstruction such as a building, a large vehicle or hillside. Whilst 
some of the transmission wave energy may be absorbed the remainder of the 
energy will be reflected by the object. This reflected wave may well go on and 
strike further objects and be further reflected. These reflected waves may also 

15 reach the receiver at which point they will arrive after the part of the wave which 
follows the line of sight path. As urban environments contain many more possible 
reflective objects, urban environments generally contain many more pathways 
from the transmitter to the receiver than the direct path. Also because of the 
density of reflective objects urban environments often contain areas where there 

20 is no line of sight pathway, only reflected pathways. 

In some embodiments of the present invention more than one frequency/time pair 
is used for each uplink or downlink. 

25 Figure 3 shows a typical transceiver element within a mobile device 5. In other 
embodiments of the invention these transceiver elements are present in a base 
transceiver station 3. The transceiver comprises an antenna 221, a receiver 219, 
a transmitter 203 and a switch 205 connecting the antenna 221 to both the 
receiver 219 and transmitter 203. The method of transmission in CDMA systems 

30 is well known and is not described further. The action of receiving and estimating 
a symbol value with a CDMA receiver will now be described in further detail. 
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The receiver 219. a rake receiver, comprises a RF link 207, a timing link 211, a 
timing analyzer 213, a series of rake fingers 209, and a summing device 215. 
The RF link receives radio frequency signals received by the antenna 221 and 
passed via the switch 205. The timing analyzer 213 receives the radio frequency 
received value on the RF connector 207. The timing analyzer produces a series 
of estimates of the multi-path environment 101 for the communications link being 
analyzed. These RF environment estimates are passed to each of the rake 
fingers 209 via the link 211. The rake fingers 209 also receive the radio 
frequency received values via the RF connector 207. Each rake finger 209 
comprises circuitry to provide an estimate for a transmitted symbol for the 
strongest of the multiple transmission paths. This symbol value estimate is 
produced in dependence on the timing information passed to each rake finger 
209 by the timing analyzer 213. Each rake finger 209 passes the symbol estimate 
to the summing device 215, which sums the symbol estimates to provide a soft 
symbol estimate 217. 

Figure 4 illustrates the principle of the Rake receiver shown in figure 3. The 
transmitted signal 301 is transmitted over the transmission environment 101. 
20 Prior to this, or at the same time, a known timing symbol is transmitted in order to 
allow the timing analyzer 213 to estimate the number and properties of the 
multiple transmission paths 303A, 303B and 303C. This multiple path information 
is passed to the rake fingers 209. Each of the rake fingers extract the symbol 
estimate received at each of the times indicated by the timing analyzer 305A, 
25 305B, 305C. A further level of processing is then carried out to modify the 
received symbols 305A, 305B and 305C with the known channel estimate 
produced by the timing analyzer 213 to produce estimated symbol values 307A, 
3078 and 307C. The modified symbols from each of the rake fingers 209 are 
then combined in the summing device 215 to produce a final symbol estimate 
30 309. 
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Figure 5 shows a digital realization of a receiver for a CDIVIA system embodying 
the present invention. The receiver 499 comprises a radio frequency input 495, a 
demodulator 497, a series of rake fingers 453, a weight estimator 451, a 
spreading code input 403, and a summing device 421 . 

5 

The radio frequency input 495 is connected to the input of the demodulator 497. 
The output of the demodulator is connected to the first (signal) input of the first 
rake finger 453. 

10 The spreading code input 403 is connected to the second (code) input of the first 
rake receiver 453. 

Each of the rake fingers 453, of which only the first is shown for clarity, comprises 
a first (signal) input 401, a second (code) input 455, a third (weight value) input 
15 463. a first (signal) output 459, a second (code) output 457, a third (decorrelated 
value) output 461 . a fourth (symbol value) output 465, a delay element 405. a first 
multiplier 407, an integrator 411, and a second multiplier 415. The first multiplier 
407 and the integrator 41 1 define a correlator. 

20 The rake fingers 453 are arranged so that the first (signal) output 459 of the n^ 
finger is connected to the first (signal) input 401 of the n+1^ finger. In a similar 
manner the second (code) output 457 of the n^ finger is connected to the second 
(code) input 455 of the n+1*^ finger. Each of the rake fingers 453 is arranged so 
that the third (decorrelated value) output 461 is connected to the weight estimator 

25 451 via signal lines 471 . Each of the rake fingers 453 is arranged so that the third 
(weight value) input is connected to the weight estimator 451 via signal lines 41 7. 
Each of the rake fingers 453 is also arranged so that the fourth (symbol value) 
output 465 is connected to the summing device 421 . 

'^^ Each rake finger 453 is arranged so that the first (signal) input 401 is connected 
tc the first input of the first multiplier 407 and also to the first (signal) output 459. 

11 
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Each rake finger 453 is also arranged so that the second (code) input 455 is 
connected to the second input of the first multiplier 407 and also to the input of 
the delay unit 405. The output of the delay unit is connected to the second (code) 
output 457. The arrangement of adjacent rake fingers 453 is such that the n^ 
5 finger processes the spreading code from a time tci. whilst substantially 
simultaneously the n+1** finger processes the spreading code from a chip code 
delayed tci-Tc- 

The output of the first multiplier 407 is connected to the input of the integrator 
10 41 1 . The output of the integrator 41 1 is connected to the first input of the second 
multiplier 415 and the third (decorreiated value) output 461. The third (weight 
value) input 463 is connected to the second input of the second multiplier 415. 
The output of the second multiplier 415 is connected to the fourth (symbol value) 
output 465. 

15 

The first rake finger 453 is arranged so that the first (signal) input is connected to 
the output of the demodulator 497. The first rake finger is also arranged so that 
the second (code) input is connected to the spreading code data line 403. 

20 The last rake finger 453 is arranged so that the first (signal) output is isolated, 
and the second (code) output is also isolated. 

The weight estimator 451 receives a series of inputs on signal lines 471 each of 
which is connected to a different rake finger 453. The weight estimator 451 
25 outputs a series of outputs on signal lines 417 each of which is connected to a 
different rake finger 453. 

The summing device 421 receives a series of inputs on signal lines 419 each of 
which is connected to a different rake finger 453. The output of the summing 
30 device 421 is passed to the signal line 423. 
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The radio frequency input 495 passes the received signals to the demodulator, 
which outputs the baseband received signal r at a tinne instant t as defined in 
equation 1.. 



In equation 1 gf denotes the I* channel tap for the user utilizing the k*^ spreading 
code. In other words the wireless environment can be considered to act as a 
series of amplitude and phase modulating delay elements. The channel delay 
10 elements are connected in series so that a signal passes through each one. Each 
of these channel delay elements have an output which contributes to signal 
received at the receiver. The mathematical description of this model is usually 
called the channel impulse function. 

15 The value of is defined as the spreading factor. The spreading factor is also 
the maximum number of parallel channels taken into consideration. The 
spreading code chip period limits the possibilities of separating the separate 
paths of a channel. . In embodiments of the present invention each active user 
has their own active spreading code. In other embodiments of the present 

20 invention each active user may have more than one active spreading code. In 
other embodiments of the present invention more than one user may share an 
active code. Therefore according to embodiments of the invention the number of 
active spreading codes may be more than, equal to, or less than the number of 
users sharing the transmission channel. 



Tc sn equation 1 is defined as the spreading code chip period, i.e. the inverse of 
the code frequency, r/ in equation 1 is defined as the channel delay of the 1^ 
path for the k**' user. In equation 1 n(t) denotes the intercell interference at time t, 
ie the effect of transmissions from other cells, as well as the thermal noise. The 



5 




(1) 



wo 2004/023671 



PCT/IB2002/003611 



value Ak defines the users time offset. For uplink communications Ak is typically 
non zero. The non zero user time offset is because, on communications from the 
mobile device 5 to the base transceiver station 3, the mobile devices 5 are not 
chip period synchronized and there is usually a small time difference between 
5 transmissions. For downlink communications Ar is assumed to be zero as the 
base transceiver station 3 broadcasts the same signal intended for ail of the 
mobile devices 5 at the same time. 

x^(t) represents the transmitted baseband time-continuous signal for user k at 
10 time t, as is further defined with reference to equation 2 below. 

Thus the received signal at time t is the sum of the delayed broadband time- 
continuous signal over all users over the delays from 0 to L-1 multiplied by the 
channel impulse characteristic for that user and time delay with an added thermal 
1 5 noise at time t element. 

The transmitted baseband time-continuous signal x'^(t) at time t, i.e. the 
transmitted signal before it is modulated for transmission, can be written as 
equation 2. 

20 

(/) = ^z^' (t - jnx ) ( 2 ) 

The spreading waveform a'^^Ct) is the time continuous fonn of the spreading code 
signal applied to the digital signal 5*[/] and representing the k^ user and j''^ 

25 symbol. The value ^2£* is a scaling value controlling the power of the pre- 

modulated signal. Thus the transmitted baseband time-continuous signal x(t) is 
defined as a power scaling value multiplied by the sum over all symbols j of a 
product of a symbol j and the time continuous spreading code for user k and 
symbol J. 

30 

14 
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The time continuous spreading waveform at time t can in turn be represented as 
the spreading code and its continuous time pulse response as seen in equation 
(3). 

5 a'^^ if) = Y^c' [mj]pXt -mTj ( 3 ) 

The spreading code c*[m,y] is the m**^ chip time instant of the spreading code for 
the k*^ user and the j*^ symbol. For simplicity of analysis it is assumed that the 
desired received response is for the initial symbol (j = 0) ^^om the user utilizing 
the first available code (m=0). The pulse response of the spreading code, or as it 
10 is also known the pulse shaping filter applied to the idealized spreading code, is 
represented by the pd^ - mT^) term. 



The signal r(t) is passed into the rake finger 453, where it is multiplied by the 
spreading code for the required user. The arrangement of the rake fingers 453 is 

15 such that the demodulated received signal r(t) is passed to all rake fingers 
simultaneously, and therefore the first input of the rake fingers's 453 to the first 
multipliers 407. The added delay element 405 in each of the rake fingers 453 
instead allows the second input of the first multiplier 407 of the rake fingers 453 
to differ in that the spreading codes are one chip different from the adjacent code. 

20 In other words, the signals are delayed by one chip in successive rake fingers. 

The output of the first multiplier 407 is passed on line 409 to the integrator 41 1 . 
The integrator 411 receives the output from the first multiplier 407, It performs an 
averaging of the signal over a symbol period. 

25 

As described above the output of the correlator y(df). where the first symbol 
reception time instant is defined as d and f represents the rake finger number, is 
passed to the second multiplier 415. 
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The second multiplier multiplies the despread symbol output y(df) by a weight Wf 
provided by the weight estimator. This is passed to the summing device 421. 

The output from the summing device 421 defines the decision statistic z, i.e. the 
5 best estimate of the original transmitted symbol. The relationship between the 
decision statistic z and the outputs of each of the rake fingers 453 is shown in 
equation 4 

F 

z-Zw'fy(df) = w»y (4) 

10 

where y = [y(di)y(d2)...y(dF)r and w = [w,, w,^, ...,Wp]^ . An alternate way to 

describe the output of the despread signal y is to split it into the desired symbol 
and noise components as shown in equation 5. 

15 y = yd-y^'M+yisi +yMui = y,5'[o]+u (s) 

Thus the despread signal is a combination of the desired signal yd5°[o] i.e. the 

symbol s°[0] multiplied by a factor that in some sense represents the 
transmission path gain yd. ya also depends on the autocorrelation of the 

20 spreading waveform for the desired user, u represents the correlated Inter 
Symbol Interference (IS!) yisi, the correlated Multi User Interference (MUl) yMui> 
and other noise sources n . The Inter symbol interference is the interference 
created by previous symbols which have been generated by the same user but, 
due to different length of the paths (i.e. multi-path transmission), enter the 

25 receiver simultaneously as the current symbol causing overlap with the current 
symbol. An example of this type of interference would be where the transmission 
path has many multi-paths of various lengths, and where the symbol length is 
short (i.e. the spreading factor is low). In such an example a first symbol following 
a very long path may arrive at the receiver at the same time as a second later 
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symbol following a much more direct path. The impact of the Inter symbol 
interference is decided by the autocorrelation function of the spreading waveform 
since the spreading codes are re-used during transmission. Optimally the 
spreading code should be described as white - I.e. they do not posses any 
S temporal correlation - but because of the finite length of the spreading code this 
will not be possible causing Inter symbol interference. Interpath interference may 
also be a problem. This is where the signals interfere before the signals reach the 
receiver. 

10 Multi User Interference is generated from other users. An example of this occurs 
when two users from different cells re-use the same spreading code and the 
signals received from one user are not effectively cancelled. A more usual 
example is of two users whereby because of differences in transmission paths 
the first signal is not completely cancelled by the spreading code. This is only the 

15 case for downlink transmission as usually the users will have different channels 
in the uplink transmission. 

An example of the another noise source is thermal noise generated internally 
within the electronic components because of the random motion of electrons in 
20 conductors. Together these noise sources can be combined and referenced as 
the overall interference u. 

The aim of the weight estimator 451 is to choose a series of weight values to be 
output on the series of output lines 417 depending upon the decorrelated values 
25 stored on the series of input lines 471. The weight estimator unit 451 comprises a 
maximum likelihood detector as is known in the art for detecting the value of s^[0] 
giveJi the observation vector y. This solution of the maximum likelihood detector 
may be represented mathematically by equation 6 
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The covariance matrix of the overall interference, i.e. the time estimated value of 
the overall interference u multiplied by itself - E{uu^ is defined as Ruu- Yd is the 
non symbol specific despread signal output at time instant d - In other words the 
received value divided by the expected symbol value. Assuming that the noise, 
S Inter symbol Interference (ISI), and multi user interference (MUl), are 
independent the time averaged value of the overall interference can be rewritten 
as the time averaged values of the expected ISI Risi, MUl Rmui. and other noise 
values Rn according to equation 7. 

10 R = R,^, + R^+R„^ (7) 

The time averaged value of the Inter symbol interference Risi may be further 
expanded according to the previous equations as equation 8. In equation 8 di 
and da are two time instants. The value Ec° is the power of transmitted symbol for 

15 user 0 (k=0). I and q are dummy variables to estimate the values over all 
combination of channel taps 0 to L-1, with channel characteristic given in gi and 
gq. m and v are two dummy variables used to sum over the whole symbol period. 
Rp(q) is the auto correlation of the chip pulse at time instant q. Ckj(m) is the 
aperiodic correlation function of the spreading sequence and is defined later in 

20 equation 12. 

'J^% -< +vr>{Co,,(m)Co.,(v)} 

The time averaged value for the Multi User Interference Rmui may similarly be 
25 derived from the previous equations to form equation 9. 
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The time averaged thermal noise Rn is also expanded in a similar way to form 
equation 10. The value No is known as the intrinsic noise power value. 

5 R^{d,,d,)^2N, Yu^^M^P^d.-d^^mT,) (10) 

The vector yd can also be rewritten using tlie previous equations to form equation 
11. 

10 yM^)-y[^c'Zs1 E Co.„ (rf,-/«7;-r°) (n) 

/=0 m«l-A/* 

In equations 8-11 above the aperiodic correlation function is defined as Ck.j(m). 
The aperiodic correlation function is the value produced by correlating two 
spreading sequences c*^[n,j], where k is the user number, j the symbol and n the 
15 number of chips into the j"^ symbol and is defined by equation 12. 



Thus in order to calculate or estimate the weight function w it is necessary to 
20 have knowledge of the expected aperiodic correlation function for the spreading 
codes. 

In the prior art of the generalized Rake receiver the values for the aperiodic 
correlation function are not calculated from received values but are found from a 
25 look up table. This is because the generalized Rake receiver does not know the 
spreading codes for other users. Therefore the table assumes that the expected 



2 c*[n,y]c°'[n + /n,0] 0<m<iV*-l 

fi»0 



(12) 



n-O 
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spreading waveform aperiodic cx)rrelation function returns a value of zero when 
the two correlation functions are evaluated for the same user and symbol but at 
two different time instants m and v. This approximation is represented by 
equation 13. 

5 

E{Ckj(inX^^.(v)}=Owhen m^^v (13) 



10 



The look up table also assumes that when the spreading aperiodic correlation 
functions are taken at the same time, in other words that m=v, the following 
approximation rules apply. 



0 



y = = 0, Jt ;t 0 
y = m = A: = 0 
otherwise 



(14) 



Therefore when the expected value of the aperiodic correlation function for 
15 spreading waveforms other than the required user and the symbol is equal to 
zero - the top line of the equation 14. The expected value of the aperiodic 
correlation function for the spreading waveforms for the required user at the 
correct symbol time produces a value of (N*^)^ which is equal to the square of the 
chip gain - the second line of equation 14. For all other cases, the expected 
20 value of the aperiodic correlation function is defined as the chip gain minus the 
absolute distance between the symbol instant and the measured instant - the 
final line of equation 14. 

The look up table makes another assumption to produce a further approximation. 
25 The autocorrelation of the spreading waveform found in equation 10 is 
calculated using the approximation using the delta function as described in 
equation 15. 
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^{Co.oWl^^^^^W (15) 

Thus when m=0, in other words the time instant of the expected symbol, the delta 
function returns a value of 1 and the expected autocorrelation value is equal to 
5 the chip gain, otherwise the delta function returns a value of zero and the 
expected autocorrelation value is equal to zero. 

The generalized rake receiver approximations, equations 13-14, have to be made 
as the receiver, or part of the receiver used to estimate the initial user, contains 
10 only the spreading codes used by that user. These approximations therefore 
underestimate the effect of Multi user Interference. 

The generalized rake receiver approximation made in equation 15 assumes that 
the expected aperiodic autocorrelation function is constant from symbol to 
15 symbol. This approximation underestimates the effect of Inter path interference. 

In summary embodiments of the invention take into account the interference 
generated by other users by using additional knowledge of the spreading codes 
relating to other users in order to produce a more realistic estimate of the 
20 interference. In particular the interference from other active users in the same cell 
as the user can be estimated by using knowledge of the spreading codes of other 
users. 

Alternatively or additionally embodiments of the present invention are able to take 
25 into account the inter-symbol interference by making estimates of the values 
produced by a proceeding or a succeeding symbol. 

In embodiments of the present invention, partial knowledge of interfering 
channelization codes can be used. For example, assuming that it is known that 
30 at least one out of four channelization codes are interfering, the average 
correlation between the code of interest and the four possible interfering codes 
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can be calculated. This average correlation coefficient can then be used in the 
combining weights. In preferred embodiments of the present invention, it is not 
necessary to have complete knowledge of the interfering codes. This is different 
from the joint detector where you first have to estimate what codes are active. 

5 

Embodiments of the present invention are particularly applicable to TDD time 
division duplexing environments which use cyclically repeating short scrambling 
codes. Embodiments of the invention are particularly applicable to any suitable 
environment which use cyclically repeating short codes. The codes should be 
10 cyclically repeated in preferred embodiments of the present invention, but not 
necessarily, after for example a maximum of 75 symbols. 

Figure 6 shows the weight estimator 451 as used in embodiments of the 
invention. As described above the weight estimator comprises a series of inputs 
15 471. a series of outputs 417. a signal estimator unit 501, and a weight estimator 
unit 503. 

The weight estimator unit 503 receives inputs from the series of input lines 471 
and the signal estimator unit 501. The signal estimator unit receives inputs from 
20 the series of input lines 471 and outputs values to the weight estimator unit 503. 

The aim of the weight estimator 451 is, as before, to choose a series of values to 
be output on the series of output lines 417 depending upon the values stored on 
the series of input lines 471. The weight estimator unit 503 comprises a 
25 maximum likelihood detector for s^[0] given the observation vector y. 

The signal estimator unit 501 provides in embodiments of the invention the 
weight estimator unit with more accurate approximations of the active spreading 
sequences. 

30 
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The signal estimator unit receives reference information from the received burst. 
As is known in the art the practical CDMA signal is broadcast as a series of 
bursts comprising a guard period, data period and a midamble period. 

5 The midamble period is used to send training or pilot Infonmation for the receiver 
to aid reception of the symbol. The training or pilot information comprises 
information relating to the spreading codes of other users. The information can 
comprise the codes themselves, part of the codes, an index referring to which 
spreading codes are active within the cell or effective group of cells or the 
10 number of spreading codes which are active. Other parts of the transmission may 
in altematiye embodiments of the present invention be used to provide this 
information. 

The pilot sequence or training sequence is a reference sequence known to the 
15 receiver and is used to provide information on the channel between the 
transmitter and receiver. In some embodiments of the invention this channel 
information comprises channel impulse information for the current user. In other 
embodiments of the present invention this information comprises channel 
impulse as well as spreading code information for users other than the current 
20 user. In further embodiments of the invention the pilot sequence or training 
sequence may include information on thepulse-shaping filter of the spreading 
code Informatlonin further embodiments of the present invention, the training 
sequence or pilot sequence may comprise transmitted power information. 

25 This information comprising the spreading code information is used in 
embodiments to provide the following estimates for the aperiodic correlation 
function. 

E{c,,j(m)C,,j(v)}=2q,C,^(m>::.(v) when m^v (16) 

i 

30 and for the autocorrelation function 
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E}c,.,.(m)|')=Xqi|Ci.j(m)|' when m=v (17) 

i 

In the above two approximations i is an index identifying the possible spreading 
waveforms. This information is provided from the reference signals. The weight of 
5 the i"' spreading waveform is defined as qj. The weight of the 1^ spreading 
waveform Is derived from the channel response of the signal provided by the 
reference signal. The q values are calculated depending on the power of each 
interfering signal and are based on the channel estimates provided by the 
reference signal. 

10 

m a Time division duplex wideband CDMA system (TDD-WCDMA), where 
different users are separated not only by spreading codes but by either spreading 
codes or time or a combination of both, a typical spreading code to symbol ratio 
is 16. A Frequency division duplex wideband CDMA system (FDD-WCDMA), 
15 where different users are separated not only by spreading codes but by 
spreading codes and/or frequency typically has a much greater chip to symbol 
ratio of 38400. 

In embodiments of the present invention functioning within the TDD-WCDMA 
20 system, each symbol has a short chip period and it is therefore possible to 
calculate the different average aperiodic correlation function of the spreading 
sequence for each symbol. This calculation is more accurate than the 
approximation of the same function carried out by the generalized rake receiver 
where the correlation function approximation ignores the fact that the symbols 
25 differ. The additional infomiation provided by the midamble of the signal is thus 
used to provide a better estimate of the correlation function. This is due to the 
short length of the channelization codes which means that the computation is not 
unduly complex or time consuming. 
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In the FDD-WCDMA system, each symbol has a long chip period. Calculating the 
average aperiodic autocorrelation function of the spreading sequence for each 
symbol in this case would involve a long delay from Initially receiving the values 
to producing the result. Therefore in embodiments of the present invention the 
S calculation of the average aperiodic correlation function of the spreading 
sequence may be carried out using the previous approximation in equation 15. 
Note that when the length of the spreading factor increases, the approximations 
presented in equation 15 becomes more valid due to the pseudo noise 
characteristics of the spreading codes. 

10 

Therefore in embodiments of the present invention operating within WCDMA 
systems where the chip period is small enough to calculate the average aperiodic 
correlation function for the whole symbol it is possible to calculate the value 
based upon the received value rather than an approximation. The inter path 
IS interference is compensated for by the explicit calculations. 

The embodiments of the present invention are an improvement over the 
generalized rake receiver. The ability of the symbol estimator to detect a symbol 
is directly dependent on the ability to remove noise and Interference from the 

20 received signal. This noise and interference suppression is achieved in the 
generalized rake receiver and embodiments of the present invention by the 
weight function applied to the rake finger's second multiplier. These weight 
functions are dependent upon the estimation of the Interference and noise within 
the transmission environment. In the generalized rake receiver the 

25 approximations made for the inter symbol interference, multl user interference, 
and intrinsic noise underestimate and ignore the effects created by code re-use 
and symbol differences. The generalized rake receiver approximations also 
ignore Interference created between users and that codes used by different users 
are random and have no common elements. Embodiments of the present 

30 :r!Viertion estimate these effects using information passed to the receiver in the 
reference signals. 
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Therefore in embodiments of the present invention an improved estimate of the 
average interference is possible because of an improved estimate for the 
aperiodic correlation function and the autocorrelation function of the spreading 
5 codes. These estimates in embodiments of the invention are inserted into the 
correlation matrices described in equations 8, 9, and 10. 

Figures 7 and 8 show examples of the improvement demonstrated by 
embodiments of the present invention. In such an example system there are 

10 eight parallel active codes and four different reference signals. Therefore there is 
not a one-to-one relationship between codes and reference signals. The true 
value of the cross correlation function in other words the correlation between two 
aperiodic correlation functions for all combinations of m and n - where m and n 
are the two time instants of the two spreading codes, with the time lag given by 

IS m-n can be referenced as C^{m-n) . The cross correlation function calculated 
by using the approximations provided by the generalized rake receiver in 
equations 13-15 is given by CJ[^(m-n). The same cross correlation functions 

derived from embodiments of the present invention is given by CJ^(m-/i). All 
three cross functions have a length of 27/* - 1 - A where A = m - /i . 

20 

The error functions, in other words the errors between the expected true values 
and for the general rake receiver and the embodiment of the present invention is 
defined by equations 18 and 19 respectively. 

25 e,^(m-n) = (cJ7(/n-n)-Cr;(m-,i))"(cJ7(^ (18) 

and 

e„^{m-n)^(c-im-nyc::j{m--n)f{^^ (19) 
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An estimated average ratio can be defined according to equation 20. 




(C;7 (/n ^ n) - (/n - n)y (c^ (m - ^ C ^ (m - n))^ , 

7 rrrj rO [m — £S — ft) 

(Cr; im-n)- (m - n)f (c J7 (m - «) - 0^ (/n - «)) 

(20) 



Figure 7 shows a graph of the correlation metrics generated by the three different 
metric functions when A = 0 , in other words when the time instants are equal. For 
this example in embodiments of the present invention q-weights were taken as 
10 qi=0.5 for both i=1 and 2. Estimating the average error metr[c using equation 20 
gave the result of > 




= 0.5496 



Figure 8 shows a graph of the correlation metrics generated by the three different 
15 metric functions when A 0 , in other words when the time instants are not equal. 
The same q-weights were used as were used in the previous example. Once 
again estimating the average error metric using the equation 20 gives the result 
of > 



20 



rJf2£!Ll = 0. 



5360 



From both figures 7 and 8 and from the above average error metric It is clear that 
there is a marked improvement in embodiments of the present invention. 
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CLAIMS 

1. A receiver for use in a communications system, said receiver 
comprising: 

5 a plurality of receiving means, at least two of said receiving 

means arranged to process the same signal received at different times; 

means for combining the output of at least two of said 
receiving means with different weights, said weights being arranged to take 
into account information relating to a spreading code of at least one signal 
10 other than said same signal. 

2. A receiver as claimed in claim 1, where in said information 
comprises one of: parts of codes used by said users, codes used by said 
users or information identifying codes used by said users, or number of 

15 active codes. 

3. A receiver as claimed in claim 1 or 2, wherein said information is 
provided in a reference part of a signal. 

20 4. A receiver as claimed in claim 1 ,2 or 3, wherein the information is 
provided by said same signal. 

5. A receiver as claimed in any preceding claim, wherein said 
information further comprises information on a channel between said a 

25 transmitter transmitting said same signal and the receiver. 

6. A receiver as claimed in any preceding claim, wherein said 
information on the channel comprises channel impulse response 
information. 
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7. A receiver as claimed in any preceding claim, wherein said 
information further comprises channel information for at least one other 
signal. 

5 

8. A receiver as claimed in any preceding claim, wherein said 
information further comprises information on a pulse shaping filter of the 
spreading code information. 

10 9. A receiver as claimed in any preceding claim, wherein said 
information further comprises transmitted power information. 

10. A receiver as claimed in any preceding claim, wherein the receiving 
means are arranged to process a symbol. 

15 

11. A receiver as claimed in claim 10, wherein the value of a preceding 
or succeeding symbol is estimated, 

12. A receiver as claimed in 11, wherein the number of possible values 
20 of the preceding or succeeding symbol is dependent on a modulation 

method applied to said symbol. 

13. A receiver as claimed in any preceding claim, wherein a first 
estimate is determined if the value of the succeeding or preceding part of 

2^ the signal is the same as the current part of the signal and a second 
estimate is determined if the value of the succeeding or preceding part of 
the signal is different from the current part of the signal. 
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14. A receiver as claimed in claimed in any preceding claim, wherein 
intersymbol interference is estjmated using the following equation: 

R,(d3 - jN'^T, -xj + vT,)E{Co,(m)Co,(v)} 

5 where 

Risi is the time averaged value of the Inter symbol interference 
between time instants di and d2, E^c is the value of the power of a single 
chip, gw is the channel impulse function at time w, Rp(q) is the auto- 
correlation of the chip pulse at time instant q, and E{Coj(m)Co.j(v)} is 

10 estimated value of the aperiodic auto correlation function of the spreading 
sequence for symbol j. 

15. A receiver as claimed in any preceding claim, wherein multiuser 
interference is determined in accordance with the following equations: 

R,(d,-jNX -r* + vr>{Q.,(m)Q.,(v)} 

where 

Rmui is the time averaged value of the multi-user interference 
between time instants dt and da, E'^c is the value of the power of a single 
chip for user k, g V is the channel impulse function at time w for user k, 
20 Rp(q) is the auto-correlation of a chip pulse at time instant q, and 

E{Ckj(m)Ckj(v)} is an estimated value of an aperiodic auto correlation 

function of a spreading sequence for symbol j and user k. 

16. A receiver as claimed in any preceding claim, wherein said signals 
25 received by said receiver comprise wanted signals and unwanted signals. 
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17. A receiver as claimed in claim 16, wherein said wanted and at least 
one of said unwanted signals are at the same frequency. 

S 18. A receiver as claimed in any preceding claim, wherein said signals 
are code division multiple access signals. 

19. A receiver as claimed in any preceding claim, wherein said receiver 
comprises a RAKE receiver. 

10 

20. A receiver as claimed in any preceding claim, wherein said receiving 
means comprise fingers. 

21 . A receiver as claimed in any preceding claim, wherein said signals 
IS are time division duplexing signals. 

22. A receiver as claimed in any preceding claim, wherein said 
spreading codes comprising cyclically repeated codes. 

20 23. A receiver as claimed in any preceding claim, wherein said codes 
are cyclically repeated after a maximum of 75 symbols. 

24. A receiver as claimed in claim 23, wherein said codes are cyclically 
repeated after 16 symbols. 

25. A receiver as claimed in any preceding claim, wherein said 
information comprises scrambling code information or channelization code. 
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26. A receiver as claimed in any preceding claim, wherein means are 
provided for calculating an average correlation between a code of interest 
and n possible interfering codes. 

S 27. A receiver as claimed in claim 26, wherein said average correlation 
is used to determine said weights. 

28. A receiver for use in a communications system, said receiver having 
a plurality of receiving means, at least two of said receiving means 

10 arranged to process the same signal received at different times; 

means for calculating the average correlation between a code of 
interest and n possible interfering codes 

means for combining the output of at least two of said 
receiving means with different weights, said weights being arranged to take 
15 into said average correlation. 

29. A receiving method for use in a communications system, said 
method comprising: 

receiving with different receiving means the same received at 
20 different times; 

determining weights for outputs of said receiving means, said 
weights being arranged to take into account information relating to a 
spreading code of at least one signal other than said same signal; and 

combining the output of at least two of said receiving means with 
25 said weights. 

30. A receiving method for use in a communications system, said method 
comprising the steps of: 

32 



wo 2004/023671 



PCT/IB2002/003611 



calculating an average correlation between a code of interest and n 
possible interfering codes; and 

using said average correlation when determining weights for signal 
connbination. 
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I I This report is based on a translation fixm the original langqa^ into the following language , 
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I I publication of the international application (under Rule 12.4) 

I I international preliminary examination (imder Rules 55.2 and/or 553) 

With regaid to the dements of the mtemational appUcation. this report is based on (replacitent sheets which f^^J^^^l 
fi^sl^ the receiving mce in respome to an i^^ originally filed | 

and are not annexed to this report): 

I [ the international application as originally filed/fomished 
the description: 



oases 1—27 


as ori^nally filed/fomished 


naoes* 


received by this Authority on 


naizes* 


r««i verl hy this Authority <M1 


the claims: 

nases 28—31* 33 


as originally filed/fumished 


oaces* 


as amended (togpthCT with any statement) under Article 19 


nafies"*" 32 


rer/*iveH by this Authority on 23.07,2004 


oases* 


received by this Authority on 


tiiedravnngs: 
oases 1-7 


as orig^ally filed/ftiniished 


oases* 


received by this Autiiority on 


oases* 


received by this Authority on 



□ 



4. 



□ 



The amendments have resulted in the cancellation of. 

□ 
□ 
□ 
□ 
□ 



the description, pages 
tlie clwns, Nos. 



the diamngs, sheets/figs 

the sequence listing (spec^): 



my table(s) related to flie sequmoe listing (spec(^): 



This reoort has been established as if (some of) the amsaidments annexed to tMs report and listed below had not been 
Sl^eSSy h^e^ considered to go beyond the disclosure as filed, as indicated m the Supplemental B». (Rule 
70.2(c)). ' 



□ 
□ 
□ 
□ 
□ 



the description, pages 
the clams, Nos. 



the drawings, sheets/figs 

the sequence listing (i/?ecfift;: 

any table(s) related to tfie sequence listing (specify)' 
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Box No. V Reasoned statement under Artidc 35(2) mtli regard to novelty, inventive step or Industrial applicabmtr, 
citations and explanations supporting sucb statement ^ 



1. Statement 

Novell 0SI) 

Biventive step (IS) 



Claims 1-30 
Claims . 



Claims 



Claims 1 -30 



Lidustrial appHcability OA) Claims 1-30 

Claims 



YES 
NO 

YES 
NO 

YES 
NO 



2. Citations and e}q>lanati(His (Rule 70.7) 
The claimed xziven-blon 

The claimed invention relates to the problem concerning 
correct estimation of weights used in a rake receiver. 
The problem is solved by calculating an average correlatxon 
between the spreading code of interest and the interfering 
spreading codes. This correlation is then used when 
calculating the weights used for weighting two versions of the 
same signal received at two different times. 

Prior art 

In the International Search Report the following docioments 
were cited: 
Dl: WO 0 101 595 
D2: US 5 559 829 

D3: IEEE 1997, Pursley et al.: ^^Evaluation of correlatxon 
parameters for periodic sequences'' 
D4: WO 02 052743 

D5: ISCE '97, Boon Kiong Kok et al.: ^^Effects of spreading 
chip waveform pulse-shaping on the performance of DS-CDMA 
indoor radio personal communication system in a frequency- 
selective Rician fading channel" 

nfi: IEEE 1995, Schotten et al. : "'New non-linear faitiilies ot 
^^.oe-sequences with correlation properties better than linear 

^ amities ■ ^ * 

D7: IEEE 2000, Stanczak et al.: " Influence of periodic 
correlation properties of sequences on the sum capacity of 
CDMA systems" 

j Dl describes weight factor estimation in a rake receiver. 
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SnpplanentalBwt 

to case tbe space in any of the preceding boxes is not sufficient. 
Condnualioao£ Box V 

According to Dl, the weight factors are calculated based on an 
estimated composite channel response and an estimated 
impairment correlation. When estimating the impairment 
correlation the power of an interfering spread spectriam signal 
is determined by correlating the composite signal with the 
spreading sequence of the interfering signal. The spreading 
sequence is transmitted by the base station to the terminal. 
(See claims 1, 2, 4, 7, 8.) 

D2 describes a method of constructing spreading codes. It is 
also stated in D2 that a rake receiver requires use of 
spreading codes having good partial aperiodic cross- 
correlation properties in order to optimise receiving 
performance in the presence of multi user interference. 
Equations for calculating partial aperiodic autocorrelation 
and cross-correlation are also described. (See column 2, line 
25-65.) 

D3 describes calculation of aperiodic cross-correlation and 
autocorrelation functions for binary sequences. (See section 
II.) 

Document? D4-D7 represent the prior art. The claimed invention 
is not considered to be anticipated by these dociaments. 

Si:a.t;eiaeni: o£ reason 

Claims 1 and 28-30 

The method for weight factor calculation known from Dl is 
considered to represent the closest prior art. 

What is claimed in claims 1 and 28-30 differs from what is 
known from Dl in that correlations between the code of 
interest and the interfering spreading codes are calculated in 
claims 1, 28, 29 and 30. 

(It is not very clear from the wordings of claims 1 and 29 
that these correlations are calculated. It is also not clear 
from the wordings of claim 1, 28, 29 and 30 in which kind of 
receiver the invention is implemented. See box VIII. However, 
this argumentation, regarding inventive step, has been written* 
as if these claims would have been amended to include the 
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Supplemental Box 



fa case the space in any of flie preceding boxes is not sufficient. 

Continuation of: BOX V 

features pointed out in box VIII.) 

The problem concerning more correctly calculating weight 
factors when interfering signals exist has to be solved in Dl. 

A person skilled in the art facing this problem would find a 
solution in D2. D2 shows how to calculate correlations between 
a code associated with a wanted ■ signal and codes associated 
with interfering signals. It is also stated in D2 that the 
correlations between used codes have an effect on the 
performance of rake receivers when multi user interference is 
present . 

A person skilled in the art, having the method known from Dl 
as a starting point, aiming to solve the identified problem 
would with the knowledge of D2 calculate correlations between 
the wanted signal and interfering signals and use these 
correlations in the weight factor calculations in Dl. 

Since Dl and D2 both relate to the same technical field and no 
unexpected effect is obtained the combination of what is known 
from Dl and D2 is considered obvious for a person skilled in 
the art. The invention claimed in claims 1 and 28-30 is thus 
not considered to involve an inventive step over Dl combined 
with D2. 



A combination of what is known from Dl with what is known from 
D3 would also have given the invention claimed in claims 1 and 
28-30. What is claimed in these claims therefore also fails to 
involve an inventive step over Dl combined with D3. 

Claims 2-25 

Tbese claims contain features that are either known from Dl or 
r? or are considered to only constitute details obvious for a 
person skilled in the art. What is claimed in claims 2-25 is 
thus not considered to involve an inventive step. 

Claims 26 and 27 

I See arguments above regarding claim 1. 
! 



I 
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In case the space in any of the preceduig boxes is not sufficient; 

Continuation of: BoX V 

To sum up: 

What is claimed in claims 1-30 is novel and comprises 
industrial applicability but fails to involve an inventive 
step. 

The independent claims are also fail to comply with Article 6 
PCT. 
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Box No. Vm Certain observations on flie international application 



The following observations on the clarity of the daims, description, and drawings or on the question whetlier the daims are &Uy 
suppwted by ftus desaiption, are made: 

It is clear from the description that the following features 
are essential to the definition of the invention: 

(1) the receiver is a rake receiver 

(2) correlations between a code of interest and possible 
interfering codes are calculated and used when calculating the 
weight factors 

Since independent claim 1 and 28-30 do not contain both of 
these features they do not meet the requirement following from 
Article 6 PCT taken in combination with Rule 6.3(b) PCT that 
any independent claim must contain all the technical features 
essential to the definition of the invention. 



No-be: . ' ^ 

According to the description, the application aims to solve a 
correlation problem arising in a rake receiver. (See for 
example the last paragraph on page 25.) The independent claims 
must therefore also be restricted to a rake receiver. 

The present wording of the independent claims is broad and 
only states that there should be a nximber of receiving means 
receiving the same signal at different times. The present 
claims thus describe almost any diversity receiver (for 
example a space-time diversity receiver) . The present claims 
also describe any receiver having an antenna array comprising 
a number of antenna elements (receiving means) that receive 
the same signal at different times (due to the time of arrival 
at the elements) . The independent claims thus describe much 
more than what is described in the description and do 
therefore not comply with Article 6 PCT as stated above. 

Claims 28 and 30 fail to state what kind of codes they are 
referring to. 

Claim 30 also fails to specify what kind of combination that 
is performed. 

It seems impossible for a skilled person to perform the 
invention according to claims 30 since it is not from the 
claim clear which kind of combination is performed, what kind 
of codes are meant and what kind of receiver is used. The 
independent claim 30 thus also fails to comply with Article 6 
PCT as stated above. 
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26. A receiver as claimed in any preceding claim, wherein means are 
provided for calculatirig an average correlation between a code of 
Interest and n possible interfering codes. 

27. A receiver as claimed in claim 26, wherein said average 
correlation is used to determine said weights. 

28. A receiver for use in a communications systerri, said receiver 
having a plurality of receiving means, at least two of said receiving 
means arranged to process the same signal received at different times; 

means for calculating the average correlation between a code of 
interest and n possible interfering codes 

means for combining the output of at least two of said . 
receiving means with different weights, said weights being arranged to 
take into account said average correlation. 

29. A receiving method for use in a communications system, said 
method comprising: 

receiving with different receiving means the same signal 
received at different times; 

determining weights for outputs of said receiving means, 
said weights being arranged to take into account information relating to 
a spreading codie of at least one signal other than said same signal; and 
combining the output of at least two of said receiving means with 
said weights. 

30. A receiving method for use in a communications system, said rriethod 
comprising the steps of: 
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